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THE MOST ECONOMICAL
ENERGY IS THE ONE NOT 

CONSUMED

HIGH 
TECHNOLOGY 
IN INSULATION

WE CREATE NEW 
STANDARDS 

FOR A BETTER 
ENVIRONMENT

The concept of construction materials has 
remained unchanged for years. Only in recent 
times has there been a tendency towards 
modernization and technological
development, paving the way for new 
elements and components that make for a 
real revolution in this field, such as SUBERLEV 
products.
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Drying 1-2 hours
Repaint 3-4 hours
Efficiency 35-55 m2/L. Depending on surface absorption.

Dilution
4 parts water and 1 part fixative, depending on surface 
absorption.

750 ml. 4 L 15 L
Ref. 001 Ref. 002 Ref. 003

SUBER-FIX

ANTI-GRAFFITI NANOTECHNOLOGY

FUNGILEV

It is a primer-acrylic fixer product for facades and roofs, which acts as 
super-penetrating sealing, based on nanotechnology, for surfaces of lime, 
temper, plaster, cement, baked clay, etc. Where you need maximum 
penetration, adherence and consolidation of the support.

1 L 5 L
Ref. 025 Ref. 026

Efficiency Approximately 6 - 8 m2/L.

Application With brush, roller or spray, one or two coats, depending 
on the degree of contamination.

It is a sanitizing wall and wall cleaner based on an aqueous solution with a 
broad spectrum of action against bacteria, yeasts, molds and algae. Very 
effective for the preparation and disinfection of contaminated surfaces 
already clean, as a pre-treatment before applying paint, projected cork, etc. 

200 ml. 1 L 3 L
Ref. A317 Ref. 023 Ref. 024

Efficiency 8-10 m2/L.
Dry to the touch 6-12 hours

It is a treatment that protects the surface of future vandalism, such as graffiti, 
animal rust, etc.
It works by preventing graffiti from penetrating the surface, creating a 
continuous waterproof film. In this way it can be easily cleaned with a brush 
and hot water. 
The application of the product does not change the appearance of the 
treated surface, a single layer being necessary for the product to be effective. 

www.suberlev.com
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Efficiency 5-8 m2/L 

Certified by AIDICO 
according to adhesion norm 
EN 1542 and waterproofing 
norm EN 1062.

P.U. MEMBRANE OF COLOR
4 L 15 L

Ref. 010 Ref. 011

Efficiency On roofs or decks, apply 1,2 to 2,2 L/m2.  
Minimum recommendation of 2-3 coats.

Dry to the touch 6-8 hours
Repaint 10-12 hours
Color White, grey, red or green. Possibility of other colors.

P.U. MEMBRANE PRIMER
 ¡¡NEW IMPROVED

FORMULA!!

FOR PROFESSIONAL
USE ONLY

Fixation of water-based grip, to ensure the union of the polyurethane 
membrane to porous surfaces with difficult adhesion.

Liquid one-component water-based polyurethane membrane is an 
elastic, waterproofing product of excellent quality for terraces, roofs and 
outdoor transit areas, where it is necessary to avoid and isolate water 
leaks. Its perfect elasticity-hardness balance allows it to form a continuous 
film without joints or joints.

750 ml. 4 L 15 L
Ref. 004 Ref. 005 Ref. 006

FOR PROFESSIONAL
USE ONLY

Certificado por AIDICO 
según norma de adherencia 
EN 1542 y norma EN 1062 
impermeabilidad.
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PURE ACRYLIC MEMBRANE
4 L 15 L

Ref. 012 Ref. 013

Efficiency On façades apply 0,75 L/m2. On decks apply 1,2 to 1,8 L/m2.

Dry to the touch 2-4 hours
Repaint 8-12 hours
Color Transparent

ARID COMPACTING RESIN
4 L 15 L

Ref. 016 Ref. 017

Application Sprayed by spray gun or compressed kneading with 
aggregates.

Efficiency 6-8 L. of resin per each 100-125 kg of aggregate.
Dry to the touch 8-12 hours
Drying tránsito 24-48 hours

It is an elastic waterproofing coating for terraces, roofs, walls and outdoor 
semi-transit areas, where it is necessary to avoid and isolate water leaks. 
Its perfect balance of elasticity-hardness allow it to form a continuous film 
without joints or joints.

It is a specific water-based resin for mixing with aggregates and decorative 
stones, for the recreation of soils in parks, gardens, tree beds, roads, thus 
creating transitable floors with the capacity of pedestrian traffic, elastic and 
water draining floors, applied horizontally.

www.suberlev.com
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FORMULA!!
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PASSABLE VARNISH
4 L 15 L

Ref. 014 Ref. 015

Efficiency 6-8 m2/L.
Dry to the touch 2-3 hours

INVISIBLE HYDROPHOGEN VARNISH
750 ml 4 L 15 L
Ref. 020 Ref. 021 Ref. 022

Efficiency 6-8 m2/L.
Dry to the touch 2-3 hours

ARTIFICIAL AND THEMATIC STONE VARNISH
4 L 15 L

Ref. 018 Ref. 019

Efficiency 6-8 m2/L.
Dry to the touch 2-3 hours
Color Transparent satin

It is a varnish of urethane colorless urethane on water base and thin layer, 
protector for waterproofing and elastic paints in general applied horizontally. 
It is used on surfaces that require a high level of traffic and avoid having 
tack.

It is a water based varnish for different applications on facades, recreations 
of artificial stone and thematic stones of exposed work, single layer mortar 
or natural stone. This product confers on the surface, hydro-repellency 
and protection. 

It is a water based varnish for different applications on exposed brick 
facades, single layer mortar or natural stone. It gives the surface hydro-
repellency without altering the finish of the surface, since it is colorless.



SUBERLEV
Insulation

R

8

Color White*. NCS chart on request.
Drying 1 hour
Repaint 5-6 hours
Efficiency 4 - 6 m2/L per layer (Recommended coverage 350ml/m2)
Thinner Water. Dilution from 8-15%
Application Brush, roller and suitable spray gun.

4 L TR 15 L TR
Ref. 027 Ref. 028

4 L White 15 L White
Ref. 029 Ref. 030

THERMO-INTERIORS

AIDICO certified. According to
standard UNE-EN 7783/2.
Reaction to Fire
norm UNE 23727:90
Acoustical absorption 
coefficient
UNE-EN ISO 354:2004
LGAI Technological Center

MORE ECOLOGICAL. LITTLE ODOR
NON-DRIP PAINT

FINER FINISH

THERMAL PAINT PREVENTS 
HEAT FROM PASSING 

THROUGH IT, PREVENTING 
LARGE LOSSES OF ENERGY

Ref.031
750 ml

Ref.032
750 ml

Ref.033
750 ml

Ref.034
750 ml

Ref.035
750 ml

Ref.036
750 ml

Ref.037
750 ml

Ref.038
750 ml

+4 L 
white

+15 L 
white

THERMO-PAINT SHIELD

Paint for application in indoors , of excellent quality and very low thermal 
conductivity, due to the incorporation of hollow microspheres and 
reflective pigments in base nanotechnology Its application supposes a 
energy saving , since it avoids thermal transfers turning it into an ideal 
painting, both for hot and cold climates. 

It is sound-absorbing, due to the micro-spheres working as sound dampers. 
Supplies thermal insulation and anti-condensation, as it does not promote 
thermal exchange. Interiors and exteriors.

* Possibility of making colors with water or universal dyes.
Possibility of acquiring the 4 L format in bucket or bucket.

WITH THERMAL PAINT

WITHOUT THERMAL PAINT
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AIDICO certified. According to
standard UNE-EN 7783/2.
Reaction to Fire norm UNE
23727:90
Acoustical absorption 
coefficient
UNE-EN ISO 354:2004
LGAI Technological Center

THERMO-FAÇADES

Color White*. NCS chart on request.
Drying 1 hour
Repaint 5-6 hours
Efficiency 5-7 m2/L per layer (Recommended coverage 350ml/m2)
Thinner Water. Dilution from 8-15%
Application Brush, roller and suitable spray gun.

750 ml 4 L 15 L
Ref. 039 Ref. 040 Ref. 041

15 years 

GUARE
NTEE

THERMO-PAINT SHIELD

Paint for application in façades , of excellent quality and very low thermal 
conductivity, due to the incorporation of hollow microspheres and 
reflective pigments in base nanotechnology. The application supposes 
a energy saving , since it avoids thermal transfers turning it into an ideal 
painting, both for hot and cold climates. 

It is sound-absorbing, due to the micro-spheres working as sound dampers. 
Supplies thermal insulation and anti-condensation, as it does not promote 
thermal exchange. Interiors and exteriors.

* Possibility of making colors with water or universal dyes.
Possibility of acquiring the 4 L format in bucket or bucket.
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Color White or NCS chart
Finish Matte
Thinner Water

Solids in weight 62 %
Drying 1 hour (20º C and 60% H.R.)
Repaint 4-6 hours (20º C and 60% H.R.)
Specific weight 1,60 ± 0,05 kg/L
Efficiency 4 - 6 m2/L per layer (Recommended coverage 350ml/m2)
VOCs Cat. a/BA 75/30 (2007/2010):0,16
Washability Class 2
Application Brush, roller and suitable spray gun

4 L 15 L
Ref. 042 Ref. 043

THERMO-INTERIORES ANTI-BACTERIAS

Product approval by EPA-FDA (USA) and international associations like 
SIAA (Japan).

Lasting surface protection of more than 5 years.

AIDICO certified.
According to standard
UNE-EN 7783/2.
Reaction to Fire norm UNE 
23727:90
Acoustical absorption coefficient
UNE-EN ISO 354:2004
LGAI Technological Center

THERMO-INTERIORS
ANTI-BACTERIA

THERMO-PAINT SHIELD

Interior plastic paint with thermal and anti-bacterial properties. 

Formulated with acrylic copolymers in aqueous dispersion, and 
nanotechnological additives. Incorporates silver ions that confer on the 
dry film of already applied paint, resistance to the growth of bacteria and 
molds. 

Its special qualities of whiteness, cover, application and peculiar low 
odor , make it a very suitable painting for painting public centers, shops, 
hospitals, residences, hotels, day-care centers, schools, etc.

Surface anti-germ effectiveness JIS Z 2801 (ISO 22196:2007).

Tomita
Nota adhesiva
THERMO-INTERIOR ANTI-BACTERIA
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Color White or NCS chart
Finish Matte 
Thinner Water
Solids in weight 60 %
Drying 1 hour (20º C and 60% H.R.)
Repaint 4-6 hours (20º C and 60% H.R.) 
Specific weight 1,60 ± 0,05 kg/L
Efficiency 5 - 7 m2/L per layer (Recommended coverage 350ml/m2)
VOCs Cat. a/BA 75/30 (2007/2010):0,16
Washability Class 2
Application Brush, roller and suitable spray gun

THERMO-FAÇADES ANTI-INSECTS
4 L 15 L

Ref. 044 Ref. 045

Product approval by EPA-FDA (USA) and international associations like 
SIAA (Japan).

Long-lasting protection against insects between 3 to 4 years.

AIDICO certified.
According to standard UNE-EN
7783/2.
Reaction to Fire norm UNE 
23727:90
Acoustical absorption coefficient
UNE-EN ISO 354:2004
LGAI Technological Center

NATURAL RODUCT BESED ON EUCALYPTUS OILS
NOT TOXIC

Repels insects by releasing 
natural substances derived 

from essential oils.

THERMO-PAINT SHIELD

Thermal paint that repels all kinds of insects . Its innovative technology 
based on polymeric microcapsules that allow a slow release of repellents, 
acaricides and insect growth regulators, gives a high persistence and very 
low toxicity. 

Anti-insect paint controls pests in public health, veterinary and food 
industry. Very effective for all types of insects. It is ideal in places where 
there is great impact of insects: interior and exterior of homes, offices, 
health centers, schools, etc.

10 years 

GUARE
NTEE
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THERMO-ROOF SHIELD
4 L 15 L 15 L - 7 years

Ref. 047 Ref. 048 Ref. A301

Efficiency
On façades apply 0,8 to 1,5 L/m2. On roofs apply from 
0,8 to 2 liters m2, depending on application. 
(In various coats).

Colors White and colors by request
Thinner Water
Application Brush, roller and suitable spray gun
Solar reflection factor 83,9% (ASTM G173 - 03)
Emissivity 0,75 (ASTM C1371 - 04a(2010)e1)
Reduction of heat flow 73,84% (UNE-EN 1062-3)
Water permeability 0,01 kg/(m² · h0’5)  (EN 1504-2)

WATERPROOF AND 
THERMALLY INSULATED

NORMAL COVER 
WHITOUT ISOLATION

EVITA LA ENTRADA DE 
CALOR EN VERANO

AOID LOSS OF 
HEAT IN WINTER

Waterproofing and thermal corrector paint formulated with top quality 
and latest generation acrylic resins. It is composed of hollow microspheres 
and special reflective micropigments, which act as a protective shield 
of roofs and party walls , counteracting solar radiation, up to almost 
90% for thermally insulating and heat-regulating ability (reduces indoor 
temperature of housing and industrial premises). Great adhesion, even on 
galvanized.

Reduce the temperature between 4º and 25º depending on the outside 
temperature and the support where it is applied.

New formulation that provides greater durability over time (12 years 
guarantee), containing a higher percentage of resins, which reinforce the 
protection of their fillers and pigments.

www.suberlev.com

12 years 

GUARE
NTEE
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THERMO-ROOF SHIELD THERMO-ROOF EPS
15 L

Ref. 049

Efficiency from 2,2 to 3,5 L/m2.
Application With trowel or suitable spray gun.

Certified by the AIDICO
TECHNOLOGICAL CONSTRUCTION
INSTITUTE. AIDICO.
according to regulations:
UNE-EN 1542:2000 AND EN 1504-2:2004

REDUCE HEAT 
BETWEEN A

20% AND 40%

2,5 L 15 L
Ref. A241 Ref. 052

Efficiency 0,8 a 2,5 Kg/m2, (depending on required opacity and 
waterproofing needed in each case).

Drying 4 to 10 hours at 20º C and 60% HR
Colors Translucent
Thinner Water
Finish High satin

AIDICO certified according to adhesion norm EN 
1542 and waterproofing norm EN 1062.

THERMO-SKYLIGHTS SHIELD

¡¡NEW IMPROVED
FORMULA!!

Coating thermal insulation formulated with acrylic resins of first quality and 
last generation. It is composed of expanded polystyrene beads (EPS) and 
special reflective micropigments , which act as a protective shield for decks 
and medians , counteracting solar radiation, up to 90% of solar reflection. 

Application in thick layer , to obtain greater insulation. Adhesion even over 
galvanized. In exterior applications, apply 0,6 to 1 L / m 2 of Thermo-Shield 
Roofs as a protective finish.

Thermal corrector for skylghts, both plycarbonate, fiber, glass, etc. High 
insulating capacity in summer (reduced heat input and ultraviolet rays), 
and winter.

Properly waterproofs the water leaks and protects the skylight against 
breakage, as it generates a body in the form of continuous sheet without 
joints and is extremely flexible. 

Allows the passage of light , but prevents the passage of infrared radiation 
that generates excessive heat, and ultraviolet rays that deteriorate furniture 
and merchandise inside, as well as annoying glare.

10 years 

GUARE
NTEE

10 years 

GUARE
NTEE
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SUBER-NEOPOR®

NATURAL CORK AGGLOMERATE

* Possibility of different thicknesses under minimum order.

* Possibility of acquiring different thicknesses upon prior consultation and minimum 
order.

20 mm 40 mm 60 mm 80 mm
Ref. 053 Ref. 054 Ref. 055 Ref. A255

20 mm 40 mm 60 mm 80 mm
Ref. 056 Ref. A259 Ref. A260 Ref. A256

Dimensions (mm) 500 x 1000
Thicknesses* (mm) 20/40/60/80
Thermal conductivity (W/mK) 0,031 EN 12667
Thermal resistance (m²K/W)
Thickness: 20 mm
Thickness: 40 mm
Thickness: 60 mm
Thickness: 80 mm

0,65 EN 12667
1,29
1,94
2,58

Flexural strenght (kPa) ≥ 100 EN 12089    
Compression resistance (kPa) ≥ 70 EN 826
Steam diffusion strength factor 30-70 EN 12086
Fire resistance Class E EN 13501-1

Dimensions (mm) 500 x 1000
Thicknesses* (mm) 20/40/60/80
Thermal conductivity (W/mK) 0,04 EN 12667
Thermal resistance (m²K/W)
Thickness: 20 mm
Thickness: 40 mm
Thickness: 60 mm
Thickness: 80 mm

0,50 EN 12667
1,00
1,50
2,00

Flexural strenght (kPa) ≥ 104 DIN EN 826 [2]    

E.T.I.S. PLATES

THERMAL 
FILLER

PLATE
500 x 1000 mm.

Suber-Neopor
THERMAL 

FILLER
FINISHING 
MATERIAL

Thermo-paint Shield

Natural Cork
Suber-Paint

Fine sprayed natural cork

Innovative, high-efficiency thermal insulation system that, together with the appropriate thicknesses, 
allows to obtain unbeatable energy efficiency values, for passive or very low houses energy consumption.

* Possibility of placing profiles and wall clamps on external walls.
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THERMOLEV ECO 

EN-998-1

Thermal conductivity 0,05 W/m.K
Efficiency 2,2 - 2,5 kg/m2 cm.
Presentation 11 kg 50 L aprox.

11 kg.
Ref. A325

FLEXILEV
25 kg.

Ref. 058

EN-998-1

Efficiency 1,8 - 2,2 kg/m² and mm
Presentation Sacks of  25 kg
Thinner Clean water, 4,5 - 5L / sack

E.T.I.S. THERMAL MORTAR

THERMAL MORTAR
THERMOLEV ECO

FLEXILEV WITH 
FIBERGLASS FINISHING MATERIAL

Thermo-paint Shield

Suber-Paint

Fine sprayed natural cork

Designed for mineral E.T.I.S. systems.
Mono-component mineral system and virgin EPS pearls, which is mixed 
with 8 - 10 L of water to obtain the thermal mortar on hydraulic lime 
base. The THERMOLEV ECO mortar can be applied manually or with 
spray machine.
- Economical, respectful with the environment and health.
- Natural water-repellent and open to the diffusion of vapors  
  (generating a pleasant indoor climate without the appearance of  
  mold on the walls).
- Does not absorb water.
- Breathable.
- Improves the acoustics of spaces.
- It is combined with a new generation of fibrous mortars.
It’s applied directly on mineral supports.
No need for any type of reinforcement up to 12 cm.

* Possibility of placing metalic mesh for thicknesses greater than 12 cm.

It is a fibro-reinforced dry mortar, for protection and regularization of 
thermal mortars, in layers of 2-4 mm.
Decorative finish with Suberlev thermal paint, in white or in a range of 
colors according to the NCS exterior chart (after consulting the technical 
department).
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Thermal conductivity 0,059 W/mºK (EN 12667)

Heat flow test Considerable decrease: 69,15%

Permeability to water vapor Class I: Permeable to water vapor (EN 1504-2)

Permeability to liquid water 0,05 kg/(m²·h0,5) <  0,1 kg/(m²·h0,5) COMPLY  
(UNE-EN 1062-3)

Adhesion by direct traction 0,9 MPa (UNE-EN 1542)

Acustiv absorption class tipo E (UNE-EN ISO 354)

Slip resistance Class 3 (suitable for any surface) (UNE-EN 12633)

Artificial aging (3000 cycles)
No change in appearance, cracking, peeling, 
blistering, or loss of adherence. 
(UNE-EN ISO 11507)

Fire resistance Euroclase  B - s1 - d0 (UNE-EN 13501-1+A1)

Asbestos fiber encapsulation Prevents dispersion of asbestos fiber (UNI 10686)

High quality natural coating, in thin layer and without joints, with decorative finish, for covers, facades and interiors. 
It is breathable, non-slip, passable, very resistant to weather and ultraviolet rays.

Application to trowel, gun or suitable projection machine.
It can be sanded, varnished, painted, rendered, tiled, or left as it is applied.

- Thermal correction without joints, avoiding thermal bridges.
- Elimination of capillary moisture in interior and exterior sockets.
- Impermeability to rainwater.
- Encapsulation of asbestos fibers.
- Decoration of facades.
- Indoor acoustic improvement:
 · Reduction of echo and reverberation.
 · Damping of impact noise.
 · Absorption of airborne noise.

Indicated for:

- Concrete, cement, plaster, plasterboard, fiber cement, wood, galvanized steel, mortar, ceramic brick, natural  
 stone, corrugated sheet, expanded polystyrene (EPS), extruded polystyrene (XPS), monolayer mortar, PVC ... 
- Paints and coatings in good condition and with good adhesion to the support.

Adherence on all types of supports:

(Nº.  DdP: 01)
EN 1504-2

17

Notified body for European regulation of 
Construction Products Nº 305/2011 with the 

number 1981.

AIDIMME- Technological Institute 
Metalworking, Furniture, Wood, Packaging 

and Allied.

NATURAL SPRAYED CORK
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12 Kg
Ref. 059-083, A280-A282 

12 Kg
Ref. 084-108, A283-A285

NATURAL SPRAYED CORK
Façades and interiors

NATURAL SPRAYED CORK
Roofs and façades

Specific for thermal correction and waterproofing in roofs and facades, or 
asbestos fiber encapsulation.

Fine granulometry with greater breathability to avoid humidity by 
capillarity, acoustic correction in interiors.

Granulometry 0,4 - 0,9 mm. 

Efficiency 
From 6 to 10 m2 finished per 12 kg container.
Depending on the support and application required.
1 kg of product = 1,30 mm of thickness/m2.

Thinner Water. Up to 200 mL if is necessary.
Presentation 28 colors and NCS chart.
Format 12 kg (19 L ± 5% It depends on the color).

Granulometry 0,1 - 0,4 mm.

Efficiency 
From 7 to 12 m2 finished per 12 kg container.
Depending on the support and application required.
1 kg of product = 1,15 mm of thickness/m2.

Thinner Water. Up to 200 mL if is necessary.
Presentation 28 colors and NCS chart.
Format 12 kg (19 L ± 5% It depends on the color).

10 years 

GUARE
NTEE

15 years 

GUARE
NTEE
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The colors made with Suber-Paint, fine cork and medium cork of covers and facades, may have slight differences between them.

4 L 15 L
Ref. A249 Ref. A250

Efficiency 3 - 5  m2/L per layer (Recommended coverage of 0,6 - 1,5 L/m2)
Application Brush, roller and suitable spray gun
Repaint 5-6 hours.
Colors Projected natural cork chart and NCS chart.

Painting of facades and covers, special anti-cracks , made with pure acrylic 
polymers in emulsion of excellent quality and polyurethane resins. With very low 
thermal conductivity due to the incorporation of natural cork micro-particles, 
which gives it energy saving , since it avoids thermal transfers. They make it an 
ideal painting for both hot and cold climates. 

High hiding power and simple application. Thermoinsulating and anti-
condensation, not favoring thermal exchange.

SUBER-PAINT

COLOR CHART

CP-01

CP-08

CP-15

CP-22

CP-02

CP-09

CP-16

CP-23

CP-03

CP-10

CP-17

CP-24

CP-04

CP-11

CP-18

CP-25

CP-05

CP-12

CP-19

CP-26

CP-06

CP-13

CP-20

CP-27

CP-07

CP-14

CP-21

CP-28

(Nº.  DdP: 03)
EN 1504-2

17

www.suberlev.com

10 years 

GUARE
NTEE
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THERMAL FILLER
4 L 15 L

Ref. 133 Ref. 134

COLORING TONER

Efficiency A dye bottle for 12 kg of projected cork CP-14.

Colorant for the projected cork. The capacity of the boat will be 1 or 4 
L, depending on the resulting color (there may be small differences in 
color between the interior and exterior cork).

Recommended coverage 2 kg/m2 (2 or more layers).
Application Trowel, spatula, or adequate projection 

machine.

Ref,
109 - 132, A286 - A288

Permeability to
water vapor.
UNE-EN ISO 7783: 2012

Capillary absorption test 
and water permeability.
UNE-EN ISO 11507: 2007

Adhesion by traction
direct
UNE-EN 1542: 2000

Notified body for European 
regulation of Construction Products 
Nº 305/2011 with the number 1981.

AIDIMME- Technological Institute 
Metalworking, Furniture, Wood, 

Packaging and Allied.

Excellent quality putty with granules of natural cork and glass fibers, easy 
to apply in thin layer. It provides the surfaces in which it is applied (interior 
or exterior), thermal and acoustic correction. 
Great grip on all types of surfaces (stoneware, glass, cement), even with 
high structural movement, thanks to its excellent flexibility. 
Indicated for:
- Tiling and grouting of surfaces.
- Adhesive in insulation systems by plates.
- Plastering and smoothing of supports with irregularities (gotelé ...)

¡¡NEW FORMULA
IMPROVED!!

(Nº.  DdP: 03)
EN 1504-2

17



20

INSUFFLATES

Dry insulation for the filling of air chambers, false ceilings and roofs in rehabilitation of dwellings with isolation 
deficiencies.

The execution of the insufflated ones only entails the realization of a perforations in the paramento and 
does not require works in the home. It can be applied from inside or outside.

Possibility of compaction with aggregate compactor resin.

It allows to make light mortars.

Efficiency: 1 m³ of insufflate = 10 m² x 10 cm of chamber.

For an area of 10 m², with a 10 cm chamber, we need 1m³ of material to insufflate.

APPLICATION

1. Check the chamber to be injected and measure the cubic capacity of the product to be used.

2. Drill holes with a drill bit of equal size or greater than the nozzle of the injection gun.

3. Begin injecting the chamber or suspended ceiling until it is filled with the product and plug the holes.

4. Compact the material by lightly hitting the lower areas with a rubber mallet.

5. Cover the perforations made with filler or suitable materials for this purpose.

SUBERLEV
Insulation

R

Interior wall

Exterior wall

INSUFFLATED 
MATERIAL

Chamber
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INSUFFLED THERMOLEV

INSUFFLED NEOLEV

INSUFFLED NATURAL CORK

200 L
136

500 L
A251

60 L
A208

Tests according to norm 
EN933-1. Determination 
of thermal resistance 
according to standard  
EN12667 and EN10973

Marking pending

1130-cpd-1501/08

INSUFFLATES

1130-cpd-1501/08

Granulated natural cork specifically for insufflated in chambers that 
need, apart from thermal insulation, an acoustic.

The insuffled Thermolev is an innovative product derived from virgin 
EPS beads, rigid balls of expanded volcanic rock and natural binder 
components. They do not absorb water, they are fireproof and 
imputrescible.

Very used in central Europe for its excellent insulation capacity and 
economy both in the application and in the product.

For the production of heat insulating cementitious mixtures.

Filling of gaps in general. Great thermal insulation.

Tests according to EN933-1 standard.

Dry insulation based on EPS particles with encapsulated graphite. Innovative 
product that stands out for its extremely low conductivity and ease of 
application.

Thermal conductivity 0,031 W/mK
Granulometry From 1 to 4 mm
Presentation 500L. 1 pallet = 4 sakcs = 2 m3

Thermal conductivity 0,040 W/m.K.
Granulometry 1-5 mm, biodegradable product.
Presentation 200 L. 1 pallet = 10 sacks = 2 m3

Thermal conductivity 0,050 W/mK
Granulometry 0,4 - 2 mm. Density: 300 kg/m3

Presentation 60 L. 1 pallet = 30 sacks = 1,8 m3

SUBERLEV®
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SPECIAL RUBBER SQUEEGEE FOR APPLICATION OF THERMAL FILM
Ref.
139

Rejects up to 80% of 
solar energy and glare.

Summer

Winter

Prevent it from escaping 
20% of the internal heat.

CLEANING

POSITION FILM

CUTTING SPRAY WITH WATER

SPRAY WITH WATER REMOVE WATER TRIM EDGES

REMOVE PROTECTOR

THERMAL FILM

New technology in films based on nanotechnology, ceramic microspheres, applied to the interior of 
windows and glass doors, avoiding the heat coming from the excessive solar radiation of summer and 
preserving the heat output to the outside of our air conditioning in winter.

This new Nanoceramic technology, applied to the films, allows to take advantage of the product’s 
advantages for an optimal insulation in windows, both in winter and in summer.

ASSEMBLY INSTRUCTIONS

Special squeegee for applying Suberlev thermal film, perfect value for 
money, easy application, non-scratch rubber.

SUBERLEV
Insulation

R

Hear
source

Tomita
Nota adhesiva
Heat source
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SILVER  THERMAL FILM

NANOCERAMIC THERMAL FILM

FROST THERMAL FILM

0’76 x 2 m 0’76 x 4 m Rollo entero
Ref. A320 Ref. A321 Ref. 137

THERMAL FILM

TYPE OF FILM COLOR CONCEALMENT I.R. REJECTED U.V. REJECTED

NANOCERAMIC Very light 
greenish gray Transparent 68% 84% >99%

SILVER Silver Mirror effect 19% 90% >99%

FROST White opal Translucent 23% 63% >99%

Presentation

Rolls of 1,52 m x 30,5 m = 46,36 m2

Boxes of 0’76 x 2 m = 1’52 m²
Boxes of 0’76 x 4 m = 3’04 m²

SUBERLEV®

Presentation

Rolls of 1,52 m x 30,5 m = 46,36 m2

Boxes of 0’76 x 2 m = 1’52 m²
Boxes of 0’76 x 4 m = 3’04 m²

Presentation

Rolls of 1,52 m x 30,5 m = 46,36 m2

Boxes of 0’76 x 2 m = 1’52 m²
Boxes of 0’76 x 4 m = 3’04 m²

0’76 x 2 m 0’76 x 4 m Rollo entero
Ref. A316 Ref. A317 Ref. 140

0’76 x 2 m 0’76 x 4 m Rollo entero
Ref. A318 Ref. A319 Ref. 142

Transparent nanoceramic sheet of glass insulation.

Thermal insulation film (concealment), mirror effect in crystals.

Thermal insulation film (concealment), frost effect in crystals.
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ANTI-RADIATION PAINT
2,5 L

Ref. A241

Drying 6-8 hours
Repaint 10-12 hours. Two layers crossed by brush are recommended.
Efficiency Of 4-6 m2 per liter and layer (Recommended coverage 400 ml / m²)

INTERIOR GROUNDING

SHIELDED CURTAIN NATURE 

Ref. 
146

Ref. 
148

It is a water-based paint for the screening of surfaces of walls, ceilings and 
floors, both exterior and interior.

Thanks to the new technology that incorporates the paint, it prevents 
the radiation coming from outside and from its own home, eliminating 
and deriving ground to high and low frequency radiation. Preserving 
the entrance and exposure to those who inhabit them and suffer from 
frequent exposure to radiation. 

Grounding for interior walls painted with scintillating paints.

- One grounding per room is required. Discontinuous walls require a  
 grounding connection per sector. In large rooms, more than one  
 grounding connection may be required.

- It will be screwed on the painted wall, in contact with the shielding paint.

- It must be connected by an electrician.

- It has a cable to ground of 1 m.

It is a special cotton fabric with shielded microfilaments of silver plated 
copper thread, to make curtains, blinds, etc. They serve for shielding and 
protection in windows and doors exposed to radiation, both in high and 
low frequency. 

This product can be washed and ironed like a normal curtain, but always 
following the manufacturer’s recommendations.

Dimensions 2,50 m x lineal meter.

www.suberlev.com
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ANTI-RADIATION HEADPHONES

PROTECTOR ANTI-RADIATIONS MOBILE COVER

Sport Mono
Ref. 147 Ref. A306

These are special headphones that prevent the absorption by the human 
being of the electromagnetic radiation generated by mobile devices, 
reducing them by up to 98%. 

They have a novel system that protects the most sensitive area of   the 
body, the head.

In this way, the headphones carry the sound through air ducts, instead of 
driving the radiation to the head, as with conventional headphones. 

- Designed with a high definition sound level 

- It has remote button to receive and hang calls 

- Built-in microphone 

- Compatible with Smartphones, tablets, mp3 players and devices with a  
 3.5 mm Jack connector. 

Ref.
149

Anti-radiation case for mobile telephony, which provides a protective 
shielding effect of the electromagnetic waves generated by the devices.

It works by generating a barrier between the radiation emitted by the 
mobile phone and the human being.

Reduces radiation by up to 98% without reducing coverage.

The shielding effect is tested and certified by the Technological Institute 
of Energy (ITE). 
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ELECTRICAL FIELD MEASUREMENT KIT, HIGH AND LOW FREQUENCY 

PROFESSIONAL MEASUREMENT

Ref.
150

Ref.
151

Ref.
152

Low frequency electric radiation meter (electrical network, transformers, etc).

High frequency electromagnetic radiation meter (mobile telephony, 
wifi, etc), with acoustic signal.

Professional, high and low frequency measurement with report of results 
and recommendations.

Frequency sector 16 Hz - 2 kHz

Frequency sector 800 MHz - 2,5 GHz

www.suberlev.com

Protect your family from harmful radiation
Living in a healthy enviroment, in reach for everyone

WITH INSULATION
WITHOUT INSULATION

SHIELD YOUR HOUSE
AGAINST RADIATION
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INSUFFATED SPECIAL GUN
Ref.
153

SPRAYED CORK APPLICATION GUN
Gravity Pressure

154 155

Ref.
156

SPECIAL MORTAR SPRAY LANCE

Gun specially designed for insufflation of insulating material between 
chambers and false ceilings (Thermolev, Neolev or insufflated Natural 
Cork). It has a large inflow rate, built-in air regulator and ergonomic.

Equipped with: 

- 5 liter hopper 

- Special insufflation hose, 3 meters venturo effect 

- Step nozzle Ø 20 mm.

Gun for application of cork projected, with air valve, large flow of input and output 
of product, and stainless steel needle. Created with air regulation, quick plug, 
trigger lock, and ergonomic design.

There are two different models:

- Gravity gun, with 45º elbow, for easy application on floors and ceilings. 

- Pressure gun, for application with Suberlev machine. 

Equipped with: 

- Step nozzle Ø 5.5 mm.

Special lance for the application of Suberlev or Natural Cork thermal 
mortar projected on roofs, equipped with camlock quick sockets and 
regulation of air and flow. For the application with projection machine. 

Equipped with: 

- Step nozzle Ø 12 mm.
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SPRAYED CORK AND MORTAR APPLICATION MACHINE

THERMAL MORTAR APPLICATION MACHINE

REVOCATOR KIT

Ref.
158

Ref.
159

Ref.
A309

INDUSTRIAL SPRAYED CORK APPLICATION MACHINE
Ref.
157

Autonomous machine, with built-in compressor, product impulse pump, and 
hopper of 57 liters capacity, with connection to 220 V socket. 
Approximate efficiency for 700 - 800 m2 a day, with two workers in roofs. 

Machine suitable for the application of thermal painting, thermal 
waterproofing, natural cork and mortars. With hopper of 30 L of capacity 
and takes of 230 V.
Approximate efficiency for 700 - 800 m2 a day.

Equipped for the sprayed cork application: 
- Rotor / Stator C4-2.
- Pressure sprayed cork spray gun.
- 10 m air hose.

Machine designed for the application of the Suberlev thermal mortar, with 
connection to a 230 V socket.
Equipped with launch application and 10 meter hose. 

Robust, durable and stainless machine that allows the projection of all types of 
masses: Thermolev ECO thermal mortar, cement, plaster, monolayer, mortars 
of theming, ...
Its simplicity of use and lightness make it a great alternative to industrial 
screening machines.
It includes buckets for wall and ceiling, air handle, fastening hardware, handle, 
3 types of plate, as well as hole blockers as needed.

Capacity 0,3-12 L/min 
Maximum pressure 30 bares, up to 30 m
Power 2 kW (3 cv) a 230 V
Dimensions 800 x 700 x 1500 mm
Weight 112 kg

Capacity 0,5-9 L/min 
Maximum pressure 20 bars, up to 15 m
Power 1’5 kW (2 cv)
Dimensions 1100 x 460 x 550 mm
Weight 70 kg

Capacity 21 L/min
Maximum pressure 7 bars, up to 30 m (8,6 bars) 
Power 1,5 kW (2cv)
Dimensions 580 x 860 x 1000 mm 
Weight 79 kg

www.suberlev.com

Equipped with gun, 7,5 meter hose (product and air) and special nozzles for the 
application of thermal paints and waterproofing and sprayed cork SUBERLEV. 
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PROFESSIONAL MIXER
Ref.
164

SUBERLEV COMPRESSORS
3 L 50 L

Ref. 173 Ref. A307

Professional air compressor with two cylinders in boxer, pistons and long-
lasting ceramic shirts. Vacuum starting, with continuous cycle of work 24 
hours. Operative up to 10 continuous bars. 

Up to 3,000 hours without maintenance. With tank installed in the chassis. 
Very portable and without oil. 

Made in Italy and offers a 3 year warranty. 

Model 3 L.

Model 50 L.

Special professional beater for paintings, projected cork and mortars. 

It has two positions of power, with reducer and a soft and progressive start.

Tension 230V / 50Hz
Power 2,2 kW (3 cv)
RPM 1400
Cylinders 2
Maximum pressure 10 bars
Air aspirated 330 l/min (at 0 bar)
Output air 200 l/min  (at 5 bares)
Output air 150 l/min (at 10 bares)
Sound level 80 dBA

Dimensions 48 x 40 x 56 cm
Deposit capacity 3 L
Weight 32 Kg

Dimensions 48 x 55 x 102 cm
Deposit capacity 50 L
Weight 44 Kg

Power 1.100 w.
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SANDER - CONCRETE POLISHER

INSPECTION CAMERA KIT AND SCREWDRIVER DRILL
Ref.
166

Ref.
162

DIAMOND DISC REPLACEMENT
Ref.
163

Sander - polishing machine for the elimination of paints and regulation of 
surfaces in poor condition. 
It has variable control. 
Equipped with: 
- Protective dish picks up dust, with connection to suck. 
- Diamond disk with two segments.

Diamond disc replacement, especially for sander-scraper, concrete 
polisher.

Scraper and removal of paint. Smoothing of surfaces.

This kit is composed of: 

- Inspection camera with 2 AH lithium battery 

- Drill 10.8 v screwdriver and 2 AH lithium battery. 

Both 2 AH lithium batteries are included, as well as the battery charger. 

Diameter 125 mm.
Power 1.500 W.

www.suberlev.com
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SUBER-TUBE SOLAR TUBE

LED-IN SOLAR TUBE SYSTEM

30 CM 53 CM
Ref. ST001 Ref. ST002

Ref.
ST003-ST012

Capture system, driving and transmission of natural light. It has an exterior 
sensor that maximizes the reception of light, or through its highly reflective 
interior (99.7% of sunlight) illuminates any corner. This is an optimal solution 
for industry, warehouses and shopping centers where activities are 
developed especially during the day. 

Its most important properties are: 

- Resistant to UV radiation, the heat of the sun is not transmitted to the 
   interior 

- No cleaning or maintenance required 

- Perfect hermetism and watertightness 

- Possibility of entry registration with remote control 

- 7.5 meter hose (product and air) 

To get illumination in night or cloudy environments, the tubes are combined 
with the latest LED technology, allowing efficient lighting, SOL + LED = light 
24 hours a day.

Integration of the lighting of the solar tubes, which allows efficient lighting 
24 hours a day. 

During periods of the day with sun, the tubes transport natural light into the 
spaces. To achieve the light during the night or cloudy periods, the LED-IN 
system emits a continuous light, in order to always maintain the same level 
of lighting in the space. 

There are different control options: 

• Standard (On-Off): Start and stop made naturally by the user 

• Manual dimming (manual console) 

• Automatic dimming (light controller console) 

Diameter 30 cm. / 53 cm.
Height 62,5 cm.

Model Power (w) Luminance (lumens)

Led in 300 28 
56

1.708 
3.416

Led in 530 56 
140

3.416 
8.535
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LEV-FILTER INSUFFLED ANTI - CONDENSATION
Ref.
170

SENSOR CO2 AIR QUALITY
Ref.
172

Pure air blowing machine in interiors, which from a forced ventilation 
renews the air of the area in which it is installed. Recommended in homes 
with problems of humidity, condensation, mold or odors. 

The machine is equipped with two anti-pollen particle filters, and optionally 
with anti-odor activated carbon filter. 

It also includes: 

- Regulator and speed control.

- Optimized consumption from 15 W to 120 W.

- Silent motor, with watertight case covered with sound absorbing material.

- Includes 10 air inlet and outlet grilles.

- Great ease of disassembly and cleaning.

Air quality sensor CO 2 , to connect optionally together with the internal 
blown LEV-FILTER.

It includes an electronic variator to connect the sensor with the Lev-Filter.

Dimensions 657 x 290 x 222 mm.

Maximum flow 300 m³/h.

Speed 2220 rpm.

Maximum allowable current 230V     0,65 A.

Installed power  0,08 kW.

Dimensions anti-pollen filters 282 x 194 x 48 mm.

Active carbon filter dimensions 282 x 194 x 98 mm.

www.suberlev.com
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ADJUSTABLE INDUSTRIAL EXTRACTOR 
Ref.
169

SOLAR EXTRACTOR UNDER ROOF
Ref.
168

Fans with photovoltaic panels, for ventilation and interior temperature 
reduction. It is easy to install and guarantees complete sealing. 

Its most outstanding features are: 

- Possibility of operation with thermostat and / or time programmer.

- Respectful solution with the environment.

- Work without network power consumption.

- Allows connection to the electricity network.

Extractor for industrial buildings with connection to the electric grid and 
heat detector for automatic start-up depending on the temperature that 
is programmed.

With plastic propeller reinforced with fiberglass, and contact protection grid 
according to UNE 100250 standard.

Dimensions 55 x 63 x 50,5 cm.
Diameter 25 cm
Speed 3.680 rpm.
Maximum allowable current 3,33 A
Installed power 40 W
Electrical power of the photovoltaic panel 12 V
Flow rate 1.500 m³/h.
Weight 21 Kg.

Dimensions 80 x 71 mm.
Diameter 63 cm.
Speed 890 r/min.
Maximum allowable current 3 A
Installed power 370 W
Maximum flow 12.400 m³/h.
Sound pressure level 64 dB
Weight 21 Kg.
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Ref.
176

MEASUREMENT AND THERMOGRAPHIC REPORT

THERMOGRAPHIC CAMERAS

Ref.
ONE- A296

FLIR HUMIDITY MEASURER 

FLIR Serie Exx

FLIR ONE PRO

Ref.
E 5 - 179
E 8 - 181

Ref.
MR176- A315

Measurement and Thermographic report performed by a professional 
includes insulation recommendations.

These are cameras with infrared technology that capture radiation differences in their field of action. 
They are ideal for construction inspections, for the location and verification of insulation. They also detect 
energy losses, water leaks, leaks, etc.

Connected to a Smartphone, it offers a new view of the everyday world. It serves to 
find housing problems, optimizing the energy efficiency of the home. 
With advanced image processing, and high resolution (1440 x 1080 pixels). 
There are two models available: iOS and Android, depending on the compatibility 
with the mobile device.

The Ex series offers a more professional thermography solution to solve temperature 
problems in electrical systems, construction, or air conditioning systems. 
With additional resolution, functionality and sensitivity, you can see the invisible 
more easily and detect problems more quickly.

More precisely, they solve problems in the most efficient way. Create detailed 
reports easily and buy the images and results faster. 
Includes a new range of image, communication and productivity tools.

With the technology of a built-in thermographic sensor, it allows you to quickly 
see the temperature patterns that indicate possible hidden humidity problems, 
knowing the specific place where to place the probe of the meter, and thus 
obtain accurate readings.

FLIR Serie Ex

Ref.
E53 - A326
E75 - A327

www.suberlev.com
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THERMAL INSULATION 
ACOUSTICAL INSULATION 

WATERPROOFING
ANTI HUMIDITY
DECORATIVE
BREATHABLE

ANTI CONDENSATION
FLEXIBLE

ENERGY EFFICIENCY
THE MOST ECONOMICAL ENERGY IS THE ONE NOT CONSUMED

WE CREATE NEW STANDARDS FOR A BETTER ENVIRONMENT

WE ALSO HAVE:

- Thermal cameras rentals

- Machinery rentals

- Thermographic reports

- Thecnical prescriptions

- Specific courses (SUBERLEV homologation, anti-radiations and  

 thermographics).



This catalogue is merely informational and has been prepared based on our experience. Due to the variety of surface 

characteristics, application possibilities and other influential factors, for which we cannot accept any responsibility, 

this publication will lose its validity with a subsequent publication. 

Not subject to hazardous product identification standards.

Authorized distributor

AISLAMIENTOS SUBERLEV S.L. 

P.I. La Mina C/ Uno, nave 6
12520 Nules (Castellón), SPAIN

    00 34 96 185 72 86
    suberlev@suberlev.com
    www.suberlev.com

SUBERLEVR




